
Model  DH -NVR 11 04  DH -NVR1108  

System  

Main Processor  Dual-core embedded processor  

Operating System  Embedded LINUX  

Video & Audio  

IP Camera  Input 4 channel  8 channel  

Two-way Talk  1 channel Input, 1 channel Output, RCA  

Display  

Interface  1 HDMI,  1 VGA  

Resolution  1920×1080, 1280×1024, 1280×720, 1024×768  

Display Split  1/4 1/4/8/9  

OSD  
Camera title, Time, V ideo loss, Camera lock, Motion detection, 
Recording  

Recording  

Compression  H.264/ MJPEG  

Resolution  1080P(1920×1080 )/720P(1280×720)/ D1 (704×576/704×480)  & etc.  

Record Rate  Max 56Mbps  

Bit Rate  48~8192kbps 

Record Mode  Manu al, S chedule(Regular(Continuous), MD ), Stop  

Record  Interval  
1~120 min (default: 60 min), Pre -record: 1~30 sec , Post -record: 10~300 
sec 

Video Detection  

Trigger Events  Recording, PTZ, Tour, Video Push, Email,  FTP, Buzzer & Screen tips  

Video Detection  Mot ion Detection , MD  Zones: 396(22×18), Video Loss & Camera Blank  

Playback & Backup  

Sync Playback  1/4 1/4/9  

Search Mode  Time/Date, MD & Exact search (accurate to second) , Smart search  

Playback Function  Play, Pause, Stop, Rewind, Fast play, Slow play, Next  �le, Previous �le, 
Next camera, Previous camera, Full screen, Repeat, Shu�e, Backup 
selection, Digital zoom  

Backup Mode  USB Device/Network /Internal SATA burner  

Network  

Ethernet  1RJ-45 port (10/100 Mbps) 

Network Function  
HTTP, TCP/IP, IPv4/IPv6 , UPN P, RTSP, UDP, SMTP, NTP, DHCP, DNS, IP 
Filter, PPPOE, DDNS, FTP, IP Search(Support Dahua IP camera, DVR, 
NVS and etc.),SNMP, P2P  

Max  User  Access  128 users 

Smart Phone  iPhone, iPad, Android, Windows  Phone 

Storage  

Internal HDD  1 SATA port, up to 4TB 

Aux iliary Interface  

USB 2 ports  (2 Rear),  USB2.0  

www.hikvision.com
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- เครื่องบันทึก NVR ต่อกล้อง IP Camera ได้สูงสุดจำนวน 8 กล้อง 

- ใช้สาย LAN ในการรับ-ส่งสัญญาณภาพ , เสียง , Control

- ระบบการบีบอัดข้อมูลแบบ H.264 เมนูภาษาไทย / อังกฤษ

- รองรับกล้อง IP Camera ที่ความละเอียดสูงสุด 2 ล้าน พิกเซล

- Resolution Output 1920x1080P ผ่าน HDMI และ VGA 

- พอร์ต AudioIn 1, Out 1, 2 USB

- พอร์ต LAN 10/100 Network Interface

- รองรับ Cloud SCAN QR Code ดูผ่านมือถือ

- รองรับระบบ Dual Stream 

- รองรับ DDNS People Fu เร็ว แรง เสถียร

- รองรับฮาร์ดดิสได้สูงสุด 4 TB (1 SATA)

- Size  365mm X 95mm X 260mm


